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Part number Size
Max. working

pressure
Min. burst
pressure

Min. bend
radius

Weight Nipple ID Ferrule OD DF

DN3 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2240D-02V32 -02 3.0 1/8 7.0 0.276 110.0 15,950 275.0 39,875 60 2.36 0.07 0.05 1.60 0.06 9.10 0.36 2.5

2240D-02V32-TC -02 3.0 1/8 7.0 0.276 110.0 15,950 275.0 39,875 60 2.36 0.07 0.05 1.60 0.06 9.10 0.36 2.5

2440D-02V32 -02 3.0 1/8 7.9 0.311 207.0 30,000 518.0 75,000 100 3.94 0.12 0.08 1.50 0.06 9.80 0.39 2.5

2440D-02V32-TC -02 3.0 1/8 7.9 0.311 207.0 30,000 518.0 75,000 100 3.94 0.12 0.08 1.50 0.06 9.80 0.39 2.5

DN4 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2240D-025V32 -025 4.0 5/32 7.7 0.303 120.0 17,400 300.0 43,500 75 2.95 0.10 0.07 2.30 0.09 9.90 0.39 2.5

2240D-025V32-TC -025 4.0 5/32 7.7 0.303 120.0 17,400 300.0 43,500 75 2.95 0.10 0.07 2.30 0.09 9.90 0.39 2.5

2244N-025V00 -025 3.9 5/32 9.6 0.378 75.0 10,875 300.0 43,500 55 2.17 0.19 0.13 2.30 0.09 13.20 0.52 4.0

2248D-025V32 -025 4.0 5/32 7.9 0.311 150.0 21,750 375.0 54,375 75 2.95 0.11 0.07 2.30 0.09 9.80 0.39 2.5

2248D-025V32-TC -025 4.0 5/32 7.9 0.311 150.0 21,750 375.0 54,375 75 2.95 0.11 0.07 2.30 0.09 9.80 0.39 2.5

2380N-025V10 -025 3.9 5/32 9.7 0.382 75.0 10,875 300.0 43,500 55 2.17 0.16 0.11 2.30 0.09 13.00 0.51 4.0

2380N-025V10W -025 4.0 5/32 9.7 0.382 140.0 20,300 350.0 50,750 55 2.17 0.16 0.11 2.10 0.08 13.00 0.51 2.5

2440D-025V32 -025 4.0 5/32 10.4 0.409 220.0 31,900 550.0 79,750 100 3.94 0.21 0.14 1.40 0.06 14.60 0.57 2.5

2440D-025V32-TC -025 3.9 5/32 10.4 0.409 220.0 31,900 550.0 79,750 100 3.94 0.21 0.14 1.40 0.06 14.60 0.57 2.5

2448D-025V32-TC -025 4.0 5/32 9.9 0.39 301.0 43,640 650.0 94,240 100 3.94 0.21 0.14 1.80 0.07 12.80 0.50 2.0

2640D-025V32 -025 3.9 5/32 12.0 0.472 280.0 40,600 700.0 101,500 140 5.51 0.29 0.19 1.90 0.07 15.60 0.61 2.5

2740D-025V16 -025 3.9 5/32 12.0 0.472 300.0 43,500 780.0 113,100 120 4.72 0.40 0.27 1.90 0.07 15.60 0.61 2.6

DN5 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2240D-03V32 -03 4.7 3/16 9.5 0.374 110.0 15,950 250.0 36,250 95 3.74 0.13 0.09 2.80 0.11 12.00 0.47 2.5

2240D-03V32-TC -03 4.8 3/16 9.5 0.374 110.0 15,950 250.0 36,250 95 3.74 0.13 0.09 2.80 0.11 12.00 0.47 2.5

2248D-03V32 -03 4.9 3/16 9.5 0.374 140.0 20,300 350.0 50,750 95 3.74 0.14 0.09 2.8 0.11 12.1 0.48 2.5

2248D-03V32-TC -03 4.9 3/16 9.5 0.374 140.0 20,300 350.0 50,750 95 3.74 0.14 0.09 2.8 0.11 12.1 0.48 2.5

2440D-03V32 -03 4.8 3/16 11.5 0.453 180.0 26,100 450.0 65,250 130 5.12 0.28 0.19 1.40 0.06 15.30 0.60 2.5

2440D-03V32-TC -03 4.7 3/16 11.5 0.453 180.0 26,100 450.0 65,250 130 5.12 0.28 0.19 1.40 0.06 15.30 0.60 2.5

2640D-03V32 -03 4.8 3/16 13.0 0.512 250.0 36,250 625.0 90,625 175 6.89 0.41 0.28 2.30 0.09 18.60 0.73 2.5

2740D-03V34 -03 4.8 3/16 13.2 0.520 280.0 40,600 700.0 101,500 200 7.87 0.47 0.32 2.30 0.09 18.80 0.74 2.5

2749D-03V34 -03 4.8 3/16 13.3 0.524 301.0 43,645 700.0 101,500 200 7.87 0.47 0.32 2.30 0.09 18.80 0.74 2.3

2840D-03V34 -03 4.6 3/16 15.0 0.591 400.0 58,000 800.0 116,000 200 7.87 0.66 0.44 2.30 0.09 19.60 0.77 2.0

DN6 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2022N-04V15-10K -04 6.4 1/4 13.8 0.543 69.0 10,000 276.0 40,000 100 3.94 0.14 0.944 3.50 0.14 18.50 0.72 4.0

2240D-04V32 -04 6.3 1/4 11.5 0.453 110.0 15,950 275.0 39,875 110 4.33 0.20 0.13 3.80 0.15 13.60 0.54 2.5

2240D-04V32-TC -04 6.4 1/4 11.5 0.453 110.0 15,950 275.0 39,875 110 4.33 0.20 0.13 3.80 0.15 13.60 0.54 2.5

2380M-04V30W -04 6.3 1/4 15.8 0.622 110.0 15,950 280.0 40,600 70 2.76 0.28 0.19 4.00 0.16 17.40 0.69 2.5

2380N-04V00 -04 6.3 1/4 13.4 0.524 70.0 10,150 280.0 40,600 70 2.76 0.27 0.18 3.60 0.14 16.60 0.73 4.0

2380N-04V00W -04 6.3 1/4 13.4 0.524 110.0 15,950 280.0 40,600 70 2.76 0.28 0.19 3.80 0.15 18.00 0.71 2.5

2380N-04V10-MSHA -04 6.3 1/4 13.4 0.524 70.0 10,150 280.0 40,600 70 2.76 0.28 0.19 3.60 0.14 16.60 0.73 4.0

2388N-04V00 -04 6.3 1/4 13.4 0.524 80.0 11,600 320.0 46,400 80 3.15 0.30 0.20 3.60 0.14 16.80 0.72 4.0

2388N-04V12W -04 6.3 1/4 13.4 0.524 128.0 18,560 320.0 46,400 80 3.15 0.30 0.20 3.60 0.14 18.20 0.72 2.5

2440D-04V32 -04 6.4 1/4 12.5 0.492 164.0 23,780 410.0 59,450 155 6.10 0.33 0.22 2.90 0.11 17.00 0.67 2.5

2440D-04V32-TC -04 6.3 1/4 12.5 0.492 164.0 23,780 410.0 59,450 155 6.10 0.33 0.22 2.90 0.11 17.00 0.67 2.5

2640D-04V32 -04 6.4 1/4 14.6 0.575 250.0 36,250 625.0 90,625 200 7.87 0.64 0.43 3.20 0.13 19.60 0.77 2.5

DN8 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2240D-05V32 -05 8.0 5/16 13.3 0.524 90.0 13,050 225.0 32,625 120 4.72 0.25 0.17 5.30 0.21 16.10 0.63 2.5

2240D-05V32-TC -05 8.1 5/16 13.3 0.524 90.0 13,050 225.0 32,625 120 4.72 0.25 0.17 5.30 0.21 16.10 0.63 2.5

2248D-05V32-TC -05 8.1 5/16 13.4 0.528 100.0 14,500 250.0 36,250 120 4.72 0.25 0.17 4.80 0.19 16.10 0.63 2.5

2380M-05V30W -05 8.3 5/16 15.8 0.622 100.0 14,500 250.0 36,250 90 3.54 0.35 0.24 5.30 0.21 20.20 0.80 2.5

2380N-05V00 -05 8.3 5/16 15.8 0.622 62.5 9,060 250.0 36,250 90 3.54 0.35 0.24 4.80 0.19 20.10 0.79 4.0

2380N-05V00W -05 8.3 5/16 15.8 0.622 100.0 14,500 250.0 36,250 90 3.54 0.35 0.24 4.90 0.19 20.00 0.79 2.5

2440D-05V32 -05 8.1 5/16 15.1 0.594 150.0 21,750 375.0 54,375 175 6.89 0.44 0.30 3.70 0.15 21.00 0.83 2.5

2440D-05V32-TC -05 8.0 5/16 15.1 0.594 150.0 21,750 375.0 54,375 175 6.89 0.44 0.30 3.70 0.15 21.00 0.83 2.5

2640D-05V32 -05 8.0 5/16 16.9 0.665 210.0 30,450 525.0 76,125 225 8.86 0.68 0.46 3.70 0.15 22.00 0.87 2.5



Part number Size
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pressure
Min. burst
pressure
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General remark on column DF (Design Factor) in the tables:
Ultra high pressure hoses are normally used with a design factor of 2.5:1 according to ISO 7751.
For hydraulic hoses, a design factor of 4:1 applies.

DN12 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2022N-08V15-10K -08 12.9 1/2 23.0 0.906 69.0 10,000 276.0 40,000 100 3.94 0.34 0.23 6.50 0.26 30.50 1.20 4.0

2244N-08V10 -08 12.9 1/2 22.7 0.894 55.0 7,975 220.0 31,900 150 5.91 0.80 0.54 8.80 0.35 29.50 1.16 4.0

2244N-08V10W -08 12.8 1/2 22.7 0.894 88.0 12,760 220.0 31,900 150 5.91 0.80 0.54 9.30 0.37 29.00 1.14 2.5

2380N-08V10 -08 12.9 1/2 22.9 0.902 55.0 7,975 220.0 31,900 150 5.91 0.68 0.46 6.60 0.26 30.00 1,18 4.0

2388N-08V12W -08 13.0 1/2 23.0 0.906 110.0 15,950 275.0 39,875 100 3.94 0.80 0.54 7.50 0.30 28.50 1.12 2.5

2440N-08V30 -08 12.8 1/2 22.5 0.886 140.0 20,300 350.0 50,750 200 7.87 0.94 0.63 6.70 0.26 30.70 1.21 2.5

2580N-08V10-MSHA -08 12.9 1/2 25.0 0.984 70.0 10,150 280.0 40,600 110 4.33 1.19 0.80 6.70 0.26 30.00 1.18 4.0

2580N-08V12 -08 12.9 1/2 25.0 0.984 140.0 20,300 350.0 50,750 110 4.33 1.19 0.80 7.50 0.30 30.50 1.20 2.5

2580N-08V52-HT -08 12.9 1/2 25.0 0.984 110.0 15,950 275.0 39,875 150 5.91 1.19 0.80 6.70 0.26 30.50 1.20 2.5

2640N-08V32 -08 12.8 1/2 24.5 0.965 180.0 26,100 450.0 65,250 290 11.42 1.36 0.91 6.80 0.27 34.00 1.34 2.5

2740D-08V30 -08 12.7 1/2 27.0 1.063 200.0 29,000 500.0 72,500 300 11.81 1.85 1.24 7.50 0.30 31.80 1.25 2.5

2748D-08V30 -08 13.0 1/2 27.1 1.067 250.0 36,250 625.0 90,625 300 11.81 1.85 1.24 7.50 0.30 31.90 1.26 2.5

2840D-08V30 -08 12.7 1/2 29.8 1.173 250.0 36,250 625.0 90,625 350 13.78 2.50 1.68 7.60 0.30 34.20 1.35 2.5

2848D-08V30 -08 13.0 1/2 29.9 1.177 300.0 43,500 625.0 90,625 350 13.78 2.50 1.68 7.50 0.30 33.80 1,33 2.1

DN20 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2440N-12V30 -12 19.6 3/4 30.0 1.181 100.0 14,500 250.0 36,250 250 9.84 1.39 0.93 12.70 0.50 38.50 1.52 2.5

2580N-12V12 -12 19.8 3/4 32.6 1.283 120.0 17,400 300.0 43,500 170 6.69 1.76 1.18 12.50 0.49 39.80 1.57 2.5

2640N-12V32 -12 19.6 3/4 33.0 1.299 140.0 20,300 350.0 50,750 350 13.78 2.10 1.41 12.40 0.49 40.60 1.60 2.5

2640N-12V62-HT -12 19.8 3/4 33.0 1.299 110.0 15,950 275.0 39,875 350 13.78 2.16 1.45 12.40 0.49 40.60 1.60 2.5

2648N-12V32 -12 19.8 3/4 33.7 1.327 160.0 23,200 400.0 58,000 300 13.78 2.28 1.53 12.50 0.49 41.10 1.62 2.5

DN25 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2440N-16V30 -16 25.0 1 37.0 1.457 90.0 13,050 225.0 32,625 300 11.81 2.00 1.34 17.20 0.68 45.30 1.78 2.5

2640N-16V32 -16 25.0 1 40.0 1.575 120.0 17,400 300.0 43,500 400 15.75 2.90 1.95 17.30 0.68 49.00 1.93 2.5

2648N-16V32 -16 25.0 1 40.8 1.606 150.0 21,750 375.0 54,375 400 15.75 3.10 2.08 16.50 0.65 49.00 1.93 2.5

DN8 cont. size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2740D-05V34 -05 7.8 5/16 17.2 0.677 250.0 36,250 625.0 90,625 200 7.87 0.83 0.56 3.70 0.15 22.80 0.90 2.5

2741D-05V34/10 -05 7.7 5/16 21.2 0.835 250.0 36,250 625.0 90,625 200 7.87 0.95 0.64 3.70 0.15 22.80 0.90 2.5

2748D-05V34 -05 7.8 5/16 17.3 0.681 280.0 40,600 700.0 101,500 230 9.06 0.83 0.56 3.70 0.15 22.80 0.90 2.5

2748D-05V34/16 -05 7.8 5/16 21.8 0.858 280.0 40,600 700.0 101,500 230 9.06 0.99 0.67 3.70 0.15 22.80 0.90 2.5

2749D-05V34 -05 7.8 5/16 17.3 0.681 301.0 43,645 700.0 101,500 230 9.06 0.83 0.56 3.70 0.15 22.80 0.90 2.3

2840D-05V36 -05 7.8 5/16 19.5 0.768 300.0 43,500 700.0 101,500 250 9.84 1.10 0.74 3.70 0.15 24.00 0.94 2.3

2841D-05V36/17 -05 7.7 5/16 23.5 0.925 300.0 43,500 700.0 101,500 250 9.84 1.38 0.93 3.70 0.15 24.00 0.94 2.3

2848D-05V34 -05 7.8 5/16 19.6 0.772 320.0 46,400 800.0 116,000 280 11.02 1.10 0.74 3.60 0.14 24.00 0.94 2.5

2849D-05V34 -05 7.8 5/16 19.6 0.772 380.0 55,000 800.0 116,000 280 11.02 1.10 0.74 3.60 0.14 24.00 0.94 2.1

DN32 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2380N-20V30 -20 31.8 1 1/4 44.0 1.732 27.5 3,990 110.0 15,950 400 15.75 1.83 1.23 24.90 0.98 49.40 1.94 4.0

DN10 size mm inch mm inch MPa psi MPa psi mm inch kg/m lbs/ft mm inch mm inch

2022N-06V15-10K -06 9.7 3/8 19.0 0.748 69.0 10,000 276.0 40,000 100 3.94 0.24 0.16 5.30 0.21 23.20 0.91 4.0

2244N-06V00 -06 9.8 3/8 18.0 0.709 53.5 7,755 215.0 31,175 120 4.72 0.50 0.34 6.80 0.27 23.80 0.94 4.0

2244N-06V10W -06 9.7 3/8 18.0 0.709 86.0 12,470 215.0 31,175 120 4.72 0.50 0.34 7.00 0.28 23.50 0.93 2.5

2380N-06V10 -06 9.8 3/8 17.9 0.705 57.5 8,337 230.0 33,350 120 4.72 0.44 0.30 6.70 0.26 23.40 0.92 4.0

2380N-06V50-HT -06 9.7 3/8 17.9 0.705 70.0 10.150 175.0 25,375 120 4.72 0.44 0.30 6.70 0.26 23.4 0.92 2.5

2440N-06V30 -06 9.7 3/8 19.4 0.764 140.0 20,300 350.0 50,750 190 7.48 0.73 0.49 5.50 0.22 26.90 1.06 2.5

2440N-06V60-HT -06 9.7 3/8 19.4 0.764 125.0 18,125 312.0 45,313 190 7.48 0.73 0.49 5.50 0.22 26.90 1.06 2.5

2580N-06V10-MSHA -06 9.8 3/8 21.6 0.850 70.0 10,150 280.0 40,600 95 3.74 0.94 0.63 5.50 0.22 28.50 1.12 4.0

2580N-06V12 -06 9.8 3/8 21.6 0.850 160.0 23,200 400.0 58,000 95 3.74 0.94 0.63 5.50 0.22 28.50 1.12 2.5
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